Flashback Arrestors / Flammenrlickschlagsperren VIGOUR

Wir bieten Lésungen fiir Ihre Ideen!

-
V F B S e rl e s We offer solutions regarding your ideas!

| Product Features

» Flashback arrestors are designed for oxygen, hydrogen and other flammable or fuel gases.
» Standard with NPT or Tube fitting inlet and outlet connections make it easy to adapt in various applications.
» Complete with check valve

* 316L sintered elements m

VFB50 VFB100-F8

| Technical Data

Inlet pressure: max. 20 bar VFB50-A
p. VFB100-F16
Materials
Body: see ordering info =
O-ring: Viton® (FKM) r i
Inlets / Outlets: see ordering info e "
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VIGOUR’ Flammenriuckschlagsperren / Flashback Arrestors
T VFB Series

| Dimensions (mm)
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VFB50 VFB100 1/4” NPT
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VFB50A VFB100 1/2” NPT

| Ordering Information

Model No. Inlet / Outlet Connection Flow Rate Materials Return Valve
VFB50 1/4" NPT(M)x1/4" NPT(M) see flowchart Chrome Plated Brass cv

VFB50-A 1/4" NPT(M)x1/4" NPT(F) see flowchart Chrome Plated Brass cVv
VFB100-F4 1/4" NPT(F)x1/4" NPT(F) see flowchart SS 316L cv
VFB100-F8 1/2" NPT(F)x1/2" NPT(F) see flowchart SS 316L cv
VFB100-F16 1" NPT(F)x1" NPT(F) see flowchart SS 316L cv
VFB200-DN25 Flange DN25 35~50 m3/h SS 316L CV option
VFB200-DN50 Flange DN50 65~100 m3/h SS 316L CV option
VFB200-DN100 Flange DN100 150~200 m3/h SS 316L CV option
VFB200-DN200 Flange DN200 250~350 m3/h SS 316L CV option




